
Operating data

dB (A ) : noise index.

Le prestazioni di portata aria riportata nella tabella si riferiscono ad una perdita di carico pari a 0 Pa.

modello giri W portata  m /h dB (A)

EVHV 150 AE 1800 32 225 39
EVHV 230 AE 1250 34 600 43
EVHV 300 AE 1150 68 1100 46

Price list

-REB-1R regulator only usable in EVHV 230 AE and EVHV 300 AE models.

-Viti EVHV: perni per installazioni a muro. Serie di perni e raccordi filettati che permettono di installare gli EVHV su pareti da 25 a 300 mm di spessore.

modello aspiratore EVHV
euro

EVHV 150 AE 

EVHV 230 AE 

EVHV 300 AE 

REB-1R 

viti EVHV 

EVHV Helicoidal fan for domestic use

dimensions

all measurements are in mm

 modello L F H 
EVHV 150 AE 200 131 251 
EVHV 230 AE 300  164  325
EVHV 300 AE 367 172 403

Description

Helicoidal fans for window or wall with external rain
net and automatic damper .

Characteristics

Material : Injected plastic.
Finish: White.
External network Rain.
automatic damper.
Position of natural ventilation.
Lights Operating ( models 230 and 300 ).
230V.

Use

Helicoidal fan to be mounted on windows or walls.
Easy to assemble and elegant design.
For the renewal of the air in kitchens, bathrooms,
wash houses, storerooms, garages, bars, restaurants,
cafeterias, shops of all kinds, classrooms, gyms,
offices, small workshops..
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