
EACL One-piece connection rings

Description

The collar with overlap is made of Zinc

coated (EACL) or AISI 304BA stainless steel

(EACL-X). This article is used for joining

pipes in suction systems.

Characteristics

Material: galvanized steel / 304 BA

stainless steel.

From diameter 200mm to 600mm thickness

6/10, over 8/10.



Price List

Diameter
Distance

 G

Distance

 H

Distance

 S
Thickness EACL EACL-X

          Eur Eur

200 9 37 11 0,8 - -

220 9 37 11 0,8 - -

250 9 37 11 0,8 - -

300 9 37 11 0,8 - -

315 9 37 11 0,8 - -

350 9 37 11 0,8 - -

400 9 38 11 0,8 - -

420 10 40 13 0,8 - -

450 10 40 13 0,8 - -

480 10 40 13 0,8 - -

500 10 40 13 1,0 - -

550 10 40 13 1,0 - -

600 10 40 13 1,0 - -

650 10 40 13 1,0 - -

700 10 40 13 1,0 - -

750 10 40 13 1,0 - -

800 11 45 16 1,0 - -

850 11 45 16 1,0 - -

900 11 45 16 1,0 - -

1000 11 45 16 1,0 - -

1100 11 45 16 1,0 -  

1200 11 45 16 1,0 -  

1300 11 45 16 1,0 -  

1400 11 45 16 1,0 -  


