The ETSTS discharge terminal is designed
for air exhaust to the outside in ventilation,
air conditioning, and air handling systems.
Ilts special 45° angled outlet promotes
proper air dispersion, reducing the risk of
backflow and preventing rainwater from
entering the ductwork.

The integrated protective mesh prevents
birds, insects, and foreign objects from
entering, helping to ensure the long-term
efficiency and safe operation of the system.

Made of galvanized steel.

Terminal with 45° angled outlet.
Integrated 12 x 12 mm protective mesh.
High resistance to weather conditions.
Robust and durable construction.

Simple and quick installation.
Compatible with standard circular duct

systems.
/ rete 12x12 mm

« 45° stainless steel exhaust pipe with
stainless steel mesh.

o 45° exhaust pipe size from 800 mm
to 1250 mm.



Technical Features

All measure are expressed in mm.
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80 45 95
100 45 95
125 45 95
150 45 95
160 45 95
200 45 95
250 45 95
300 45 95
315 45 95
355 45 95
400 45 95
450 45 95
500 45 95
560 65 97
630 70 120

710 70 120



Price List

Diameter

100
125
150
160
200
250
300 46,33
355 63,66
400 79,33
450 106,44
500 127,45
560 173,16
630 195,42

710 360,65



