
Operating data in expulsion mode

* Sound pressure levels measured at a distance of 3 meters in free field in the central point of the curve

 

modello EVTE 3 Velocità Velocità (r.p.m.) Massima potenza assorbita (W) Massima intensità assorbita (A) Portata aria massima (m³/h)
Livello pressione sonore dB (A)*

Range temperatura (°C) Peso (Kg)
 

Aspirazione Scarico

50/150
2560 54 0,23 500 46 50

-20/+60 3,82120 43 0,19 420 43 46
1790 41 0,18 360 38 42

50/160
2560 54 0,23 500 46 50

-20/+60 3,82120 43 0,19 420 43 46
1790 41 0,18 360 38 42

80
2380 117 0,51 790 48 52

-20/+60 5,62110 108 0,49 680 46 50
1940 105 0,47 610 44 48

Prestazione aeraulica

Pa : pressure drop in Pascal

modello EVTE 3 Velocità
pressione Pa

10 50 100 150 200 300
 portata (m³/h)

50/150
325 260 175 55   
400 350 280 160 50  
495 450 395 310 120  

50/160
325 260 175 55   
400 350 280 160 50  
495 450 395 310 120  

80
320 270 180 60   
400 350 280 160 60  
490 460 390 310 140 70

Price list

Item normally available from stock

modello EVTE 3 Velocità torrino EVTE Interruttore 3 velocità COM-3 regolatore di tensione REB-1
euro

50/150   

50/160   

80   

EVTE Roof centrifugal fan

dimensions

all measurements are in mm

modello distanza  A distanza  B distanza  C distanza  D distanza  E distanza  F distanza  G distanza  H distanza  I
50/150 400 349 300 150 245 10 20 274 33
50/160 400 339 300 160 245 10 20 274 33

80 400 371 300 198 245 10 20 306 36

Description:

Strippers elicocentrifughi roof with adjustable phase
motor with three speeds , built with materials
resistant to the elements.

use:

Extraction of stale air (kitchens, toilets, laboratories)
with maximum temperature 60 ° C .

Characteristics:

Material :
- Base and aluminum cap
- Structure and impeller in the plastic sheet of black
color
Finishing: All metal parts are protected with black
polyester paint .
Installation: Roof .

Special features :

very simple extraction of the motor / fan.
The extractor fan becomes able to enter the air inside
the room, by simply turning upside down the same .

Accessories :

- Non-return damper
- A three-speed switch
- single-phase regulator
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